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USE 3 POSTS FOR STAKING DECIDUOUS TREES GREATER THAN OR EQUALTO 75mm CALIPER
AND EVERGREEN TREES GREATER THAN OR EGUAL TO 2.4m HIGH. USE 2 POSTS FOR STAKING
DECIDUOUS TREES LESS THAN 75mm CALIPER AND EVERGREEN TREES LESS THAN 2.4m HIGH.
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Notes:

EXAMPLES OF MINIMUM SIZE OF ROOT BALL FOR NURSERY GROWN PLANTS.

CALIPER» BALL DIAMETER PLANTING PIT SIZE
MILIMETERS MILIMETERS MILIMETERS
- 200 400
- 250 500
12.5 300 600
19 350 700
25 400 800
38 500 1000
50 600 1200
65 700 1400
75 800 1600
90 950 1900
100 1100 2150
125 1350 2750

150+ - R

« THE CALIPER OF THE TRUNK IS MEASURED 15@mm ABOVE THE GROUND UP TO AND INCLUDING
100mm SIZES AND 30@mm ABOVE THE GROUND FOR LARGER SIZES OR AS SPECIFED IN THE
MOST RECENT EDITION OF THE AMERICAN STANDARD FOR NURSERY STOCK, PUBLISHED BY
THE AMERICAN ASSOCIATION OF NURSERYMEN.

«+ TREES GREATER THAN OR EQUAL TO 156mm CALIPER SHALL HAVE A ROOT BALL DIAMETER
EQUAL TO 25@mm PER MILIMETER OF TRUNK CALIPER (A 18@mm CALIPER TREE SHOULD
HAVE A ROOT BALL DIAMETER EQUAL TQO 180@mm).

1. ALL DIMENSIONS ARE IN MILIMETERS Imm) EXCEPT AS NOTED.

2. THE PLANTING PIT SIZE SHALL BE TWICE THE DIAMETER OF THE
ROOT BALL IN WIDTH AND 5@mm LESS THAN THE HEIGHT OF THE
ROOT BALL.

3.ALL EXTERIOR PACKAGING MATERIAL APPLIED TO PLANTS SHALL BE
REMOVED AFTER THE PLANT IS LOCATED IN THE PLANTING PIT. CUT
AND REMOVE TWINE, BURLAP OR WIRE BASKETS FROM THE TOP 2/3RDS
OF THE ROOT BALL.

4. USE DOUBLE STRAND NO.12 WIRE FOR DECIDUQUS TREES GREATER THAN
OR EQUAL TO 75mm CALIPER AND USE DOUBLE STRAND NO.10 WIRE
FOR EVERGREEN TREES GREATER THAN OR EQUAL TO 2@5mm CALIPER.

5. TREE TRUNK WRAPPING MATERIAL SHALL BE USED AS DIRECTED BY
THE ENGINEER.

6. PLANTING PITS FOR INDIVIDUAL SHRUBS ON SLOPES SHALL BE
THREE TIMES THE DIAMETER OF THE ROOT BALL IN WIDTH.
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PLAN PLAN PLAN
STAKING PLAN STAKING PLAN FOR LOW BRANCHING DECIDUGUS GRADING PLAN FOR TREES
AND EVERGREEN TREES FROM 1.5m TO 2.4m HIGH ON SLOPES
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